SCHNEEBERGER

13.3.1 AMSABS 3L Size 25
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SCHNEEBERGER

AMSARBS 3L Size 25 Dimensions and capacities
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AMSABS 3L S
25-N
BL Rail width 23
Jt Rail height 2445
L3 Rail length 29995
L3 System length 3000
S: Gap size 05
L4 Spacing of fixing holes 30
L5/110: Position of first/last fixing hole 1475
Rail weight, specific (kg/m) 34

Available options for AMSABS 3L S 25

AMSABS 3L AMSABS 3L AMSABS 3L AMSABS 3L AMSABS 3L AMSABS 3L AMSABS 3L

W 25-A W 25-B W 25-C W 25-D W 25-E W 25-F W 25-G
A System height 36 36 40 40 40 36 36
A C”,ggoﬁ;?;“sg;ms'”g o 3 31 31 31 31 3 31
h2 Hrjijvivn'gtﬁeoaf Jousingon 3 31 31 31 31 31 31
A3: Projection of reading head 115 115 115 115 115 115 115
B:  Carriage width 70 70 48 48 57 48 48
Be. Ditance between locating 235 235 125 125 17 125 125
CL Eg{sei\t.ion of center front lube 55 55 95 95 95 55 55
C3: Position of lateral lube hole 35 35 75 75 75 35 3B
C4: Position of lateral lube hole 13 242 18 217 18 18 217
C7. Position of top lube hole 12 232 17 207 17 17 207
J; Carriage height 295 295 Eels 335 E8i5 295 295
L1 Exterior fixing hole spacing 45 45 35 50 35 35 50
L2 Interior fixing hole spacing 40 40 - - 5 - =
L9: Carriage length with housing 2236 2458 2236 2458 2236 2236 2458
L11: Housing length 1511 1511 1511 1511 1511 1511 1511
L13: Total length measuring carriage 2405 2629 2405 262.9 2405 2405 2629
Lw: Inner carriage body length 57 794 57 794 57 57 794
N:  Lateral fixing hole spacing 57 57 35 35 - 35 35
O:  Reference face height 75 75 75 75 15 75 75
Capacities and weights
CO:  Static load capacitiy (N) 49800 70300 49800 70300 49800 49800 70300
C100: Dynamic load capacity (N) 27700 39100 27700 39100 27700 27700 39100
MOQ: Static cross moment capacity (Nm) 733 1035 733 1035 733 733 1035
MOL: Static longitud. moment capacity (Nm) 476 936 476 936 476 476 936
MQ:  Dyn. cross moment capacity (Nm) 408 576 408 576 408 408 576
ML Dyn. longitud. moment capacity (Nm) 265 521 265 521 265 265 521
Carriage weight (kg) 13 15 12 13 13 11 12

Available options for AMSABS 3L W 25
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